
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Electric Boilers 
With Incoloy Elements Standard 

P.O. BOX 539  

2044 I -45 S.  

Hutchins, TX 

75141  

 

(800) 8 -BOILER  

(800) 826 -4531  

(972) 225 -2356  

(972) 225 -5739 FAX  

www.w-dboilers.com  info@w-dboilers.com   

Sizes ½ H.P. to 600H.P. 

Thermal Efficiency Exceeds 97%  

E904-01 

Williams & Davis Boilers, 
a Division of Lektrotech, Inc. 

http://www.w-dboilers.com/
mailto:info@w-dboilers.com


 

 

 

 

 

 

 

 

 

    

   88 Years of Service  

Quality Electric Boilers  

  A.S.M.E. Code and National Board Stamped  

 Pressure: 15psi to 300psi.  

 Hot Water or Steam.  

 Only INCOLOY SHEATH ELEMENTS 

With 40 Watt Density/Sq. In. .475 Diameter  

 Insulation and Metal Jacket  

 Easy-Fast Cleanout thru Elements flange.  

 Complete Package Ready for Electrical, Water and Steam Connections.  

 Step Controllers Standard on Large Sizes. 

 Maximum of 45 Amps per  Step on all Voltages. 

 All Electric Equipment and Controls are U.L. Approved .  

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

S p e c i f i c a t i o n s  

Subject to Change Without Notice 

BOILER SIZING RECOMMENDATIONS 
Feed Correction Voltage Correction Amps Correction 

      Example: 
 Size Boiler required = 
 Voltage =  
 Feedwater  =                                100°F for 33% return 

       
 2.2 h.p. 
   220 V. 
  

2.2 h.p.  x  1.19  x  1.15  =  3.01 
Specify the closest larger size. Order size 3.6  
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Other Williams & Davis Products  

WD Blow -down Separators  

Sizes: 1 -1500BHP 
 

 Manual After -cooler  
 Automatic After -cooler  

 

WD Package Scotch Marine Boilers  

Sizes: 15 -1500HP 15-300psi  

Steam or Hot water  

 2-pass dry -back  
 2-pass water -back  
 3-pass dry -back  
 3-pass water -back  
 4-pass dry -back  
 4-pass water back  

 

 

WD Feed-water systems  

Sizes: 1 -1500BHP 0-300psi  

Simplex, Duplex, Triplex & 
Quadplex systems.  

 Manual preheat  
 Automatic preheat  

 
 

 
 

WD Vertical Boilers  

Sizes:  1-150HP 15-300psi  
 
Steam or Hot water  
 

 Vertical Tube  
 Vertical Tubeless  

 

P.O. Box 539 
2044 S. I-45 
Hutchins, Texas 75141 
 

(800) 8-BOILER  
(800) 826-4531 
 
(972) 225-2356 
(972) 225-5739 FAX 
 

 

www.w-dboilers.com 
info@w-dboilers.com  
 

 

Your Authorized Williams & Davis Representative  


