
Series 3000OH
100 - 225HP

A.S.M.E., stamped and inspected. Welded construction for pressure to 350 psig steam or 160 psig water. Inspected and 
registered with the National Board of Boiler & Pressure Vessel Inspector. All burners are UL & ULC listed

A

B

C

F

H

N
N

JS

K

QP

(Front Side)

M

(Right Side)

D

G

E

     SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE © 2009, Williams Davis Boilers. All rights reserved



3100OH 3125OH 3150OH 3175OH 3200OH 3225OH

100 125 150 175 200 250

ft
2  

358 358 358 358 358 358

lbs/hr 3450 4312 5175 6037 6900 8625

MBH 3348 4184 5021 5858 6695 8369

MBTU 4200 5250 6300 7350 8400 10500

HP 3 3 5 5 8 10

CFH 4200 5250 6300 7350 8400 10500

GPH 45.9 57.3 68.8 80.3 91.8 114.7

GPH 30 37.5 45 53 60 75

GPH 28 35 42 49 56 70

A DIAMETER - OUTER in. 68 68 68 73 73 73

B LENGTH - BOILER in. 162 162 162 183 183 183

C LENGTH - OVERALL in. 205 205 205 234 234 234

D WIDTH - OVERALL in. 81 81 81 84 84 84

E HEIGHT in. 85 85 85 91 91 91

F SKID LENGTH in. 153 153 153 205 205 205

G SKID WIDTH in. 65 65 65 70 70 70

H OUTLET SIZE - 150PSI in. 2 1/2 3 3 4 4 4

OUTLET SIZE - 15/30PSI in. 8 8 8 8 8 8

J OUTLET LOCATION in. 69 69 72 82 75 84

K RELIEF VALVE CONNECTION NPT 1 1/2 1 1/2 1 1/2 1 1/2 1 1/2 1 1/2

M BLOWDOWN CONNECTION NPT 2 2 2 2 2 2

N BLOWDOWN LOCATION in. 21-108 29-109 31-109 31-132 31-120 31-151

P FEEDWATER CONNECTION NPT 1 1 1 1/2 1 1/2 2 2

Q FEEDWATER LOCATION in. 39 42 42 44 44 44

S EXHAUST DIAMETER in. 16 18 20 20 20 20

in. 126 126 126 128 128 128

in. 123 123 123 126 126 126

ft
3

905 905 905 1331 1331 1331

gal 681 681 681 915 915 915

gal 793 793 793 1410 1410 1410

lbs 10400 10400 12175 12175 12175 12175

lbs 10400 10400 12175 12175 12175 12175

3100OH 3125OH 3150OH 3175OH 3200OH 3250OH

WATER CAPACITY - FLOODED

APP. SHIPPING WT. - 150PSI

TUBE REMOVAL DIST. - FRONT

TUBE REMOVAL DIST. - REAR

APP. SHIPPING WT. - 15/30PSI

MODEL

MODEL

BOILER HP

CRATE VOLUME

STEAM OUTPUT (@212
O
F)

GROSS OUTPUT

ENERGY INPUT

BLOWER MOTOR

FIRING RATE - NATURAL GAS

FIRING RATE - LP GAS

FIRING RATE - NO.2 FUEL OIL

FIRING RATE - NO.5/6 OIL

HEATING SURFACE

WATER CAPACITY - OPERATING
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